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GRAFTING PASTE

DESCRIPTION

Grafting Paste   is a mineral filled emulsion of a refined grade of bitumen which contains rubber latex.  It requires no heating and the contents need only be stirred with a flat paddle if kept in stock for a long time.

SPECIAL CHARACTERTISTICS

Grafting Paste contains rubber latex which imparts considerable elasticity to the dried film.  This compound is scientifically formulated for easy application, resulting in a tough, flexible, highly waterproof seal.

APPLICATION INSTRUCTIONS

It is packed ready for use and should not be thinned. Stir well before use.

Make a fairly long, slanting, straight slit in the basis of the lateral branches or shoot as close to the scaffolding as possible.  Select a scion corresponding in thickness with the lateral twig or shoot to be worked over, match and cut it’s base into a wedge shape corresponding with the slit on the tree, bend the twig or shoot down carefully to open the slit, slip in the scion so that at least one side’s cambium layers will make contact with each other and release the shoot or twig to clamp the scion into place.  Cut off the shoot or twig as close as possible behind the graft union.  Cover all wounds immediately with Grafting Paste applied liberally by brush, trowel or gloved hand ensuring the entire surface area is completely covered and thoroughly sealed.  Make sure that the scion is placed as close as possible to the scaffold branch or lateral branch to prevent retention of unnecessary old wood that will have to be suckered.  If there are no lateral twigs or shoots available on the scaffold branches or lateral branches where a graft is required, side grafting can be done direct on the scaffold branch or lateral branch.  A slanting slit is made in the branch into the wood and a scion, cut into an uneven wedge shape, is inserted and thoroughly covered with grafting paste.  The dexterity with which the grafting is done, depends mainly in the type of knife and how sharp it is.  Grafting cannot be done with a blunt knife and care should be taken to have a good hone available.  Any thin-bladed knife with a comfortable handle may be used.

CAUTION

The product should not be applied within 3-4 hours of impending rain or overhead irrigation.

CLEANING

Brushes and equipment can be cleaned with water if still wet.

SPECIFICATION

Product Type:

           

            Bitumen emulsion containing rubber latex.

Colour:              

             
Black when dry.

Drying time:                                                    2-3 hours outdoors on a sunny day.

Flash point:                                                    Non-flammable

Fire Resistance:                                             Low fire spread

Mass per litre:                                                1.05 Kilograms

Availability:                                                     5 litre,  10 litre, 25 litre,  200 litre containers

Toxicity to water:                                            None.  SABSS 1217
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