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PRUNING COMPOUND

DESCRIPTION

Pruning Compound is a mineral filled emulsion of a refined grade of bitumen which contains rubber latex.  It requires no heating and the contents need only be stirred with a flat paddle if kept in stock for a long time.

TYPICAL USES

Pruning Compound is specially prepared as a wound protectant for use in pruning of fruit trees, shade trees, roses and shrubs.  Pruning Compound protects against dieback due to the following:

Decidious fruits          Soft-wood rot (Polyporus hirsutus, P. Versicolor, P. adjustus).

                                      Silverlead (Stereum purpureum).

                                      Bacterial canker (Pseudomonas syringae).

                                      Eutype dieback in apricots.

Vines                             Dying-arm disease (tandpyn).

Roses                            Stem canker and dieback

Shrubs                          Stemrot and dieback

Trees                             Stemrot (Polyporus sulphureus ) in oaks and other trees.

Pruning Compound also shows good effect against bacterial spot (Xanthomonas pruni).

SPECIAL CHARACTERISTICS

Pruning Compound contains rubber latex which imparts considerable elasticity to the dried film.  This compound is scientifically formulated for easy application, resulting in a tough, flexible, highly waterproof seal.  The applied film will not flow.

APPLICATION INSTRUCTIONS

Stir well before use.  Do not dilute.

Make pruning cuts immediately above the buds or side branches at 45 degree angles for effective drainage of rainwater.

Avoid damage and bruising by making use of sharp tools.

Ensure disease is not spread by residual fungus on pruning tools.

Apply sealer liberally by brush or pad to the freshly cut wood ensuring the entire surface is completely sealed.

CAUTION

The product should not be applied within 3-4 hours of impending rain or overhead irrigation.

CLEANING

Brushes and equipment can be cleaned with water if still wet.

SPECIFICATION

Product  Type:          



Bitumen emulsion containing rubber latex.

Colour:                                       

Black when dry.

Drying time:                             

2-3 hours outdoors on a sunny day.

Flash Point:                                

Non-flammable

Fire Resistance:                        

Low fie spread

Mass per litre:                            

1.05 Kilograms

Availability:                                

5 litre, 10  litre, 20 litre, 200 litre containers

Toxicity to water:                                    
None. SABS 1217
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